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PORTABLE FIRE EXTINGUISHER REQUIREMENTS

 Shall be an ABC type 

 The extinguisher shall be within 10 feet of the kitchen and located in the path of egress.  The extinguisher shall be readily accessible and not obstructed from view. 

 (Do not install in closets, pantries, garages, laundry rooms, separate rooms, or spaces behind a door. 

 The extinguisher shall be mounted using the MANUFACTURER’S HANGING BRACKET, so the operating instructions are visible; Do not use old brackets. 

 The extinguisher shall be an approved listed and labeled type with a minimum rating of 2A-10B:C and no more than 10 pounds; (ABC type) (1A10BC ratings are prohibited)  The owner’s manual or written operation instructions shall be provided 

 The extinguisher shall be serviced and tagged by a certified Division of Fire Safety contractor within the past 12 months. The seller must have a receipt for a recently purchased extinguisher. (Fire Extinguisher shall have a current date on the fire extinguisher or be tagged and certified) Type: “Fire Extinguisher Contractor with the zip code” into an internet search engine to find a local contractor. Our office cannot recommend contractors. 

 The top of the fire extinguisher shall not be more than Five Feet above the floor. 

 The bottom of the fire extinguisher shall not be lower than Four Inches from the finished floor. 

 Fire Extinguisher has not been recalled and has no defects. https://www.cpsc.gov/Recalls/ 

 Note: A kitchen BC Type fire extinguisher will NOT be accepted. 1A-10B:C fire extinguishers are prohibited. 

 Additional fire extinguishers are required if a home has more than one kitchen or cooking area.

FIRE EXTINGUISHER SAMPLE 
[bookmark: _GoBack]
Most of the time, a Fire Extinguisher without a hose nozzle is a 1-A:10-B:C 

Most of the time, a Fire Extinguisher with 5lbs of a chemical agent is 2-A:10-B:C 

2-A:10-B:C – Required to pass inspection. 
This fire extinguisher is rated for use on Class A fires, which are fires involving ordinary combustibles such as wood, paper, or cloth, and Class B fires, which are fires involving flammable liquids or gases. The "2-A" rating refers to the extinguisher's effectiveness on Class A fires, and the "10-B" rating refers to its effectiveness on Class B fires. The "C" in the rating refers to the extinguisher's ability to be used on an electrical fire. 
[image: Kidde Pro 210 21005779 4 lb. ABC Multipurpose Fire Extinguisher with Wall Hook - UL Rating 2-A:10-B:C]
1-A:10-B:C – Will not pass inspection. 
This fire extinguisher is rated for use on Class A and B fires and electrical fires, but it is less effective on Class A fires than a 2-A:10-B:C extinguisher. The "1-A" rating refers to the extinguisher's effectiveness on Class A fires, and the "10-B" rating refers to its effectiveness on Class B fires, with "1-A" meaning it can put out a smaller size fire than a 2-A.
[image: 1-A:10-B:C Recreational Fire Extinguisher (2-Pack) - Walmart.com]
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